ClmIT

pompecht.com
2025 CATALOG

WE CARE
ABOUT YOUR
METERING NEEDS



METERING PUMPS

MIA SERIES:
MECHANICAL
DIAPHRAGM PUMP

Features

- Mechanically actuated PTFE diaphragm

- Safe: leak free operation, no external moving parts

- Robust, compact, reliable design with minimum maintenance required

Performances

- Flow rate: 0-1000 I/h

- Pressure: upto10 bar

- Accuracy: * 2% of rated flow from 10 to 100%

Adjustment

- 10-100% stroke adjustment while running or steady

- Optional electric actuator, 4-20 mA or O-10 vcommand
with manual override

- Optional inverter for frequency control

Customized solutions

->ATEX executions for zone1and 2
-UNI/ANSI flanges

-High viscosity solutions
->Special motors

->Custom materials

MATERIALS

PUMP HEAD PP AISI 316 PVDF PVC
DIAPHRAGM PTFE

VALVES PYREX AISI 316 PIFE CERAMIC
SEALS FPM EPDM PTFE

PUMP BODY PAINTED ALUMINIUM

ADDITIONAL MATERIALS ON REQUEST
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FLOWI/h AKX STROKES | ~oNNECTIONS | MOTOR
VARIANT PRESSURE PER STD POWER
min max bar MINUTE
MIA 2.75 0.28 2.75 8 34
MIA 4.5 0.45 A5 8 71
MIA 9 0,9 9 8 106
5*8 mm Hose 0,18 kW
MIA 6.7 0,67 6.7 8 34
MIA 15 15 15 8 71
MIA 22,5 2.2 23 8 106
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PP AISI 316 PVDF
FLOW I/h MAX PRESSURE
VARIANT bar STROKES CONNECTIONS
PER MINUTE STD
min max 0.18 kW 0.37 kW
MIA 18 2 18 34
MIA 35 4 35 7
MIA 50 5 50
106
MIA 85 9 85
MIA 40 4 40 "
MIA 75 8 75 7
8 10 3/8"BSPF
MIA 115 Q 115 106
MIA 160 11 160 150
MIA 55 5 55 34
MIA 110 1 110 7
MIA 180 13 180 106
MIA 250 25 250 150
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MIA MAXI

METERING PUMPS
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PP AlSI 316 PVDF
FLOW /b M p::rSSURE HIRORER CONNECTIONS
VARIANT PER
MINUTE STD
min max 0.18 kW | 0.37 kW | 0.55 kW
MIA 70 8 70 34
MIA 155 15 155 71
MIA 240 28 240 106
MIA 340 38 340 150
MIA 150 15 150 34
5 7 -
MIA 320 32 320 71 1"BSPF (PP &
AISI 316)
MIA 480 48 480 106 11/2" M (PVDF)
MIA 680 68 680 150
MIA 230 23 230 34
MIA 500 50 500 71
MIA 700 70 700 - 4 6 106
MIA 1000 100 1000 - 3 5 150




METERING PUMPS

NEO SERIES:
PLUNGER DOSING PUMPS

Features

- Low flow rates, high pressures

- Robust, compact, reliable design
- Accurate dosing at any pressure

Performances

- Flow rate: 0-4251/h

- Pressure: upto10 bar

- Accuracy: * 2% of rated flow from 10 t0 100%

Adjustment

- 10-100% stroke adjustment while running or steady

- Standard micrometric manual adjustment

- Optional electric actuator, 4-20 mA or 0-10 Vcommand
with manual override

-> Optional inverter for frequency control

Materials

- Silver painted aluminum casing

- Standard liquid end executions: SS 316, PVC

- Customized executions available: Incoloy 825,
Hastelloy C276, Titanium, etc.

Customized solutions:

- UNI/ANSI flanges

- High viscosity executions
- Special motors

AISI 316
MATERIALS

STD EXECUTION AIS| 316 PVC

PLUNGER AlS| 316 CERAMIC

VALVE Pyrex AlSI 316

GASKET FPM EPDM

BODY PAINTED ALUMINIUM

OTHER MATERIALS ON REQUEST
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NEO SERIES:
PLUNGER DOSING PUMPS

stow l/h ik STROKES/ | CONNECTI | MOTOR
VARIANTS : RREGSURE MIN ONS STD POWER
min max bar

NEO S5 0,5 5 34

NEO 10,5 1,1 10,5 71
1/4" Bspf

NEO 16 1,6 16 106

NEO 22 2,2 22 150

NEO 26 2,6 26 34

NEO 55 5,5 55 10 7

NEO 82 8,2 82 106

NEO 116 1,6 116 150

NEO 46 4,6 46 34

NEO 96 9.6 96 n

018
NEO 144 144 144 106
NEO 204 20,4 204 8 150
3/8" Bspf
NEO 69 6.9 69 34
NEO 145 14,5 145 n
7

NEO 215 21,5 215 106
NEO 305 30,5 305 150

NEO 95 9,5 95 54
NEO 201 20,1 201 7

5

NEO 301 30,1 301 106
NEO 425 425 425 150




METERING PUMPS

FR SERIES:
SOLUTIONS FOR HIGH
FLOW RATES AND PRESSURES

Performances

- Flow rate up t012.000 |/h with single pump head
- Pressure: up to 950 bar

- Metering accuracy reaches 1%

Features
- Low maintenance, long service life
- Plunger and hydraulic diaphragm design
- Built-in internal safety valve
- Single and double diaphragm, PTFE or
metallic made with rupture indicator (optional)

Adjustment
- 0-100% stepless adjustment of flow
- Optional stroke controller or VFD

Materials
- Cast iron or anodized cast iron casing
- Various liquid end executions:
SS304L, SS316L, Hastelloy C, PVC, PVDF, PTFE, etc.
- Optional multi-head executions for higher flow rates

Customized solutions

- Explosion proof motors

- Heating or cooling jackets
- Special motors

- UNI/ANSI flanges

- High viscosity solutions
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FRPX LINE - HIGH PRESSURE
PLUNGER PUMP

Also available with duplex or triplex heads

FLOW I/h MAX STROKES MOTOR
VARIANT PRESSURE PER CONNECTIONS POWER
min max bar MINUTE
FRPX1 0,25 1 400
FRPX2 0,5 2 400
FRPX5 1,25 5 330 DN6 (welding)
FRPX8 2 8 210
FRPX12 5 12 150
FRPX20 5 20 80
FRPX33 8,25 33 50 96
FRPX52 13 52 33 0,37 kW
DN10 (welding)
FRPX65 16,25 65 26
FRPX88 22 88 21
FRPX105 26,25 105 17
FRPX125 31,5 125 14
FRPX155 38,75 155 11
DN15 (welding)
FRPX190 47,5 190 1
144
FRPX230 57,5 230 10
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FRMP LINE - HYDRAULIC DIAPHRAGM
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Also available with duplex or triplex heads

FLOW I/h MAX STROKES MOTOR
VARIANT PRESSURE PER CONNECTIONS SOVIER
min max bar MINUTE
FRMPX1.5 0,375 15 600
96

FRMPX3.5 0,875 35 330

FRMPX6 1,5 6 250 DN6 (welding)

FRMPXTi 2,75 11 180

FRMPX18 4,5 18 120

FRMPX30 7.5 30 70

FRMPX50 12,5 50 45 0,37 kW
FRMPX82 20,5 82 28 144 DN10 (welding)
FRMPX100 25 100 22
FRMPX135 33,75 135 18
FRMPX160 40 160 15
FRMPX190 47,5 190 12 DN15 (welding)
FRMPX210 52,5 210 10




FLOW I/h MAX PRESSURE (bar) STROKES
VARIANT PER CONNECTIONS
min max 5.5 kW 7.5 kW 11 kW MINUTE
FRMPT80 20 80 560 760 \
FRMPT130 32,5 130 360 510 700
DN15 Flange
FRMPT200 50 200 240 330 480
FRMPT300 75 300 160 230 350
FRMPT350 87,5 350 140 200 300
FRMPT450 112,5 450 110 160 240
FRMPT550 137,5 550 Q5 130 200 DN 25 Flange
FRMPT705 176,25 705 75 100 150
FRMPT880 220 880 60 82 120
FRMPT1060 265 1060 50 68 100
FRMPT1260 315 1260 A 57 85
FRMPT1400 350 1400 37 52 80
FRMPT1500 375 1500 35 49 75
DN4O Flange
FRMPT1720 430 1720 30 42 63 96
FRMPT2000 500 2000 26 37 55
FRMPT2265 566,25 2265 23 32 48
FRMPT2550 637,5 2550 21 29 43
FRMPT2870 717,5 2870 18 25 38
FRMPT3200 800 3200 16 23 35
DNSO Flange
FRMPT3580 895 3580 15 21 31
FRMPT4300 1075 4300 12 17 26
FRMPTS5150 128,75 5150 10 14 22
FRMPT6000 1500 6000 Q 12 18 DN65S Flange
FRMPT7000 1750 7000 8 10 16
FRMPT8050 2012,5 8050 7 Q 14
FRMPT9100 2275 2100 6 8 12 DN80 Flange
FRMPT10200 2550 10200 5 7 1




METERING PUMPS

ACCESSORIES

PULSATION DAMPENERS

SAFETY VALVES
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CALIBRATION CILINDER DOSING TANKS



VIMERCATE - 20871 - ITALY
VIA ROVERETO 25

pompecht.com
(+39) 0392266919
info@pompecht.com



